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ABSTRACT

The physiological sensation of hearing can be stimulated

by an alternating current applied to the head using small

electrodes. The major disadvantages of systems of this type

have been the large magnitude of driving voltage required,

1 100 to 4000 volts, and the magnitude of power dissipated in

the head, - 1 watt.

The objectives of the paper were to Investigate the basic

phenomena and to attempt to find a low power method for

production.

Previous successful experiments were reproduced during

the basic investigation phase. Selected combinations of

signal types and electrodes were then tested.

An extremely low power mode of operation was found and

documented. Threshold values for a single tone were found to

be in the order of lOpA at lO•vWatt making an extremely small

low cost hearing aid a possible application.
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i. INTRODUCTION•

"Of all the organs of the body', fTew accomplish as miuich

in so little space as the ear. if an engineer were to du-,

plicate its tunction, he would have to compress into -approx-

-imiately one cubic inch a sound system that 1included an

impedance matcher, a Wide-range mechanical analyzer, a mo-

bile relay-and;amplification u•it,, a hmult1(,han-nel, transducer

to ,convert mechanical energy to elec°3i cal ene•r!y a system

to maintain a delicate hydraulic ba-lance, and an internal

two-way c6mmunicatioris systeim. Even if he could performLthis miracie of miniaturizýYo.'i , he prcbably could not hope

to match the ear t s •perfobmance. It can set itself to hear

the low throb oof a f'oghorn at one end of its range and the

piercing wail of a Jet engine at the other end. It can make

the fine distinction between the'music paayed by the violin

and the viola ,sections of a symphony orchestra. it can re-

jct. the hubbub of a r.gcktail party while picking out a

single familiar ývoice. Even dur-Ing sleep the ear tunctions

with incredible efflclency': because the brain can interpret

and select signals passed to it by the \ear, a man can sleep

soundly through noilby tra~ffic arid the V -ring of a neighbor's

television set - and then awaken prvirptly at the gently

urging of a chime alarm clock." ERef..1]



Tne -physiological sensatilon of hearing can be stimulated

by an alterndtin• current applied to the- ýhad, using small'

- 'electrodesi In this thes-i,.,this phenomena shall be called

"Electrophonic Hearing."

The objectives of this paper ýare:

I.- To investigate the basic phenomena.

'2. To investigate threshold levels for various

electrical signals,.

3. Fjo investigate threshold levels for variAous, electrode

cohfigurations and €ompositions,

S4. Tc attempt to find a low power -mode of operation.

. 1 A communications head set utilizing this phenomena in a

lower power mode could have the following advantages:

1. It could be light, yet completely self-contained

operating froma small battery.

2. It would be reliable since it would have few parts,

none of which are moving.

3. Simplicity of circuitry, design, and manufacture.

would, make such a set relatively -inexpensive.

S4. It has been shown that this type devic6 could

enhance normal hearing in high noise environment'when used

with ear.-plugs and suppressors [R1ef.2].

5., Military watch standers. who must wear standard

headset, over their ears for any leng-th of time would

[,~8



-welcomes these devices which could be worn comforf ably

-'behind the ears.

6. it ioulodgreatly Improve the ability of a han. to

tarry on a normal conversation while guarding a -radio net.

7. All things considered• it might become a logical

-r eplacement for-the ,standard, Navy headset."

i8. It would be a, lcgicai ahd' efficient replacement for

all types of bone conduction type hearing aids.

Hence, an ifivestigation was launched to attempt to appy

devise a configurati.n to provide the above listed'

advantages.

At present, there are two R'systemfs1li -which use this effect

for. coiiunun..cations. One is the "tf"'"H" (non accoustic audio

"coupling to the head-), a proecct -of NADC, Johnsville [Ref.33.

The basic ,sy,'tem is shown below.

ELECTRODES

3'P N -

Figure 1. Non Accoustic Audio Coupling to the Head, Lr.,f.3
9
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auThe ainpl;ýfer: -roviaes up to 460,p. V of audio. sigral1

and: the D.C. power supyprovides 230 'O Volts bias.

The input power- t.& the head is In, the order of Watts- -anA

is ~coupled- capaceititrely. through two *e. troddes both covei~ed

with 35 mui 'dielecttr1,c material'. The, 'agnitude 'of ýthe

vbltages'and; power preclude- the use of this systemi as a

self-cont~ined- &u4t.

The second' of'the two units is the 1"Transdermhaphone,"

built by Skinner of the NXaval Postgradd-bte. 'School, [Ret.4j,.

'this device is, a followt on- of the re~earch-of Puharich

[ReT.2] and is vbry s~InJilar in, oper-ating63 par~ameters to, the

- research, instr7ument which Fuharich has, now hiade conimer-

etia'ily available.,ý 'The "Trar'sdermaphone,1 .Dr.oVides, audio

M~odulation of a 100 icc :ca_,,rrir.. The drive voltage, is t400

K{'vokts to 1:,wo electrodes covered. with 1/2, mii of.-milar..

I. LOCAL.I OSCdIL-

'MODULATOR AMPLIFIER

IGNA

Figure 2ý. Transdermaphone

).Intelectron Corp.,* 43,2 w. 1I5th')Street, New' York, New
'York 10036.
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Thein~itpoer o he head- -s1 gi ib the order orf

- mtt.Te bu~k_ of the cfrcuitry, and :co obncr~ts re-qu-Ires

- preclude tlhe ,ýbss'ilbit V. ýacmat elf~~t e -

T7heý review of `ti6Vlidus reseaý,i shýii, th--l 'above,

anteVeral 4i-ktekLenfi zetlods,. 1aVe yi'elde~d §pm-6 dsic'e'ss'

and- that, Iurtherý ifiVe.tI tlik on- o6f the plheoio-!ien rright lp~ad-

to new. -techn-lque.s,, par LcuadLy -directe6d -to &q lwe

power, requiremefits.i

befo~e proeecjnUg fdl~tlv It is-hnecessakry t o? aVe 6.,-

iinforination I's, contaified. i-the k6oilowifg secdt;Jo6.



II. BASIC OPERATION OF EAR

The ear may be divided into three part-': the exterr!:l

ear, the middle ear, and the internal ear.

The external ep consists of the pinna and the external

auditory meatus, the latter a tube closed at one end by the

tympanic membrane (ear drum).

The middle ear is made up of the tympanic membrane and

the ossicular chain, consisting of the malleus, incus, and

stapes. These elements are small bones contained within the

middle ear cavity. This air-filled cavity in the temporal

bone is normblly closed, although It may be equalized to ex-

ternal pressure via the eustachian tube, which opens to the

baCi of the thvoat. Thus, normally, in spi;-e of the local

atmospheric pressure, the tympanic membrane w.'ll not have a

bias pressure due to a difference in the pressui'e inside and

outside the middle ear.

TYMPANIC ",,-COCHLEA

EXTERNAL , OSSICLES

AUDITORY
MEATUS .. EUSTACHIAN TUBE

PINNA -.

NTDDLE
EXTERNAL EAR :,,AR. INITRNA!L EAR

Rigure 3. Illustration of Ear
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The tympanic membrane is a flexible structure which

closes the external auditory meatus. Rigidly attached to this

membrane is the malleus.

The malleus is in turn attached to the incus, which is

in turn attached to, and transmits motion to, the stapes.

This mechanical lever system acts as a pressure transformer

between the external and internal ear. This transformer ac-

tion is quite important as the tympanic membrane is a pres-

sure transducer operating in air, while the stapes, which

drives the ovcl window of the cochlea, is a transducer oper-

ating on a liquid. Thus the tympanic membrane and the ossi-

cles p:,ovide an efficient impedance match between tae two

mediums, air and liquid.

The internal ear - .located within the temP.ral b0

and is made up of two connected parts, the semi-circular

canals and the cochlea.

•*o'• /OVAL WINDOW
'I, '-Cochlea

\ -

r, // , - bl'

t'ib e ", •

Figure 4. Illustration of, Inner Ear
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The cochlea consists of a spiral cavity containing

fluid, various membranes, and the sensory elements of sound

detection. The cochlear cavity is coupled to the middle ear

by two openings, or windows, in the bone. These openings,

the oval aindow, and the round window, are each closed by a

flexible membrane in the window which isolates the middle and

internal ear. The stapes of the ossicular chain is attached

to the membrane of the oval window as previously described.

The round window and its membrane serve as a pressure relief

for the cochlea.

The spiraled cavity of the cochlea is divided along

nearly its entire length by the cochlear duct. This flex-

ible enclosure lies between two addition-il chambers, or

scalae.

BA'ý. AR MIMeRANE

rOMEAR DUCT

REIS&MFA S AIEMBRANC ....

VfMMbUAR CANAL ¶

TYMPANICCAA

Fi•fre 5. Cross Section of Cochlear tube

These two chambers are the seala vostibul., bounded at the

bottom end by the oval w•ndow, and, the s tyypani which is

bounded by the rou.r.O windoD . At the top or apical end of' the

cochlea thert, 1- an area wh,.e thc cuchl•a duet i not ps IL,,:c,:

S]I -



and the two scalae are connected directly together. This is

the heiicotrema. The helicotrema prevents a fixed pressure

from existing between the two scalae and thus across the

cochlear duct.

The cochlear duct is itself filled with fluid and made

up or bounded by the two membranes, Reissner's membrane, and

the basilar membrane. It is in latter membrane that the

sensory structures of the ear are imbedded. It is the char-

acteristic of the cochlear duct, and especially of the basi-

lar membrane, that determines the frequency localization

characteristics along the cochlea.

At this point it is possible to trace the auditory signal

from its source to a signal from the cochlea. Sound vibra-

tions strike the head and pinna, traverse the exte--ial

meatus, and excite the tympanic membrane. Movement of the

tympanic membrane causes motion of the stapes through the

mechanical linkage of the ossicles. When the stapes moves

it induces fluid motion causing a sequence of traveling

waves to traverse the scalae and excite the cochlear duct.

This motion excites the sensory receptors within the cochlear

duct and causes a neural output.

The cochlear duct has roughly a triangular cross section

and extends from the basal end to the apical end of the

Scochlea, where the helicotrema is located.

I.



. rrVCPcOAkL SCIZ~ &

•,.•--" w•' • \r••

' kI
C', -,

Figure 6. Inner Ear with Unspiralled Cochlea

hescalae vestibuli and the scalea tympani are filled

withperlymh, flid avig adenitan a coe:ficient

bas~ar embrne s afibrous, thick elastic membrane ex-

tending fr'om the bony shelf to the spiral ligament. Reissrier's

membrane is very thin and flexible [Ref.5].

The organ of" Corti, lying on the basilar membrane, con-

tains about 2n.000 hair cells with each cell containing four

or five hdir-like elements. One end of each of these hairs

extends through the reticular lamina to the tectorial

membrane and is embedded there.



.... ICULAR

TEc roPAM.-
HINGE / MtkiBANE OUTER HAIR O.,L

P TCELL OFRr

HLNS.N)
OAA / tRrl HAIR 4Q
OF CELLSCL

110RDER

S ASILAR
MEJS.8RANE

POINTE

Figure 7. Organ of Corti

The tectorial membrane is composed of a system of diagonal

fibers and a jelly-like material that yields to show move-

ments, but is resistant to quick mcvemen'_. It is hinged at

onc aide [Ref 5.

Motion of the basilar membrane creates a shearing action

between the tectorial membrane and reticular lamina. This

shearing motion bends the hairs. Associated with each hair

are sensory cells in the Organ of Corti. The sensory cells

respond to the bending of the hair with electrical potential

changes which in turn are translated into action potentials

carried to the brain via the VIlTth Cranial nervc.

In the process of transducing the accoustical waves, an

analog electrical s~giial is developed in the corhlea. By

placing clectrodes on the round window and thie oval winiow,

a voltage waveform may be observed which is of the, same fre-

qucncy and -,jnitude as the impinging sound wave. Thus the

cochle~a actr - a micr'u)pt)C)11 [Ref.53.

17



On the other hand, the train of action impulses deli-

vered to the brain is not an analog signal, but consists of

a sequence of pulses. The repetition rate of these pulses

can follow frequencies of stimulation in the low range of

the hearing spectrum.

Si.nce an individual nerve fiber can not conduct more

than = 1000 pulses per second, this one to one correspondence

starts to break up at 1000 Hz and no longer holds •bove

I 3000 Hz.

I

f,
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III. CHRONOLOGICAL HISTORY OF

ELECTROPHONIC/MI CROPHONIC RESEARCH

Over the years many authors have researched the inter-

esting phenomena of electrophonic audio stimulation.

Historically, Volta was the first to experiment with

electro-stimulation. Using his newly invernted voltaic cells,

he investigated th possibility of using direct currents as

a possible means of communication [Ref.61. Upon connecting

a battery of 30 or 40 "couples," he closed the switch and

produced a D.C. current between two metal rods which he had

inserted into his ears. He reported "a jolt in the head,"

after which he heard a noise like the "boiling of soup."

Apparently Uhti expurihent was unduly uricumfortatl•, fox.

Volta did not pursue it further.

It was in 1930, that the basis of current research was

established. Wever and Bray first described certain elec-

trical phenomena occurring in the accoustic nerve during the

reception of auditory stimuli. This effect consists of a

voltage waveform at a frequency corresponding to that of

the stimulating sound. With amplification, speech is repro-

duced, and the voice of the speaker can be recognized. They

concluded correctly that it was dependent '.,pon the function-

al integrity of the cochlea. Their now cla.sJc experiments

involved surgically implanting electrodes in the inner car of

a live cat, and then using the cat's car as a microphone to

2 9



drive a loud speaker system at an Accoustical Engineers

convention [Hef.7].

Davis and Saul followed the work of Wever and Bray and

were able to show that the cochlea, not the accoustic nerve

was the origin of these "cochlear microphonics." [Ref.8]

Many of the electromechanical transducers found in

nature (Pizzo-electric crystal) are, in fact, reversible.

Wth this point of view Stevens [Ref.9] in 1937 attempted to

externally stimulate the cochlea with a voltage waveform.

A defect in early attempts at external stimulation was that

direct current was used. With A.C. currents Stevens was

abl.e to simulate audition and established the first

thresholds for "electrophonic hearing."

Theze sign&?. s ore applicd. by filling the ear with a

half molar salt solution, inserting a small brass electrode

into the solution, and strapping another electrode (a brass

plate) to the wrist with a conducting paste. The electrode

on the wrist, called the indifferent electrode, was connected

to ground. This procedure was called the "Brenner Method."

The sounds heard by StQvens and his researchers were

poor, due to large amounts of distortion caused by the pre-

dominance of second harmonics. In 1939, Stevens observed

that by applying a positive D.C, potential to the active

electrode, the power of the second harmonic could be reduced,

and that of the fundaTmental increased reducing the distor-

tion greatly. A negative D.C. potential to the active

electrodt' h~id the cppo~te effect, LPef.2'O].

20



Replacing the test oscillator with a radio, with no

polarizing voltage, the observer heard speech as an unintel-

ligible sequence of sounds. But, as soon as a D..C. poten-

tial of about +1.5 volts was applied, the speech became clear

and understandable fRef.10].

1.0

0.5

C)

"'0.1
A

C,)

CL)0

rn* 05

•-lE'FUNDAMENTAL

.02

!o 00

300 500 2000 2300 5000 00,000

FREQUE'CN (H{Z)'

Figur, 8. Ircqu,,r.r:j v:-. Voltagc for Thresl.old ol' W}oaring
U1sinvg Hrcmcr Method.
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This figure illustrates how the electrical threshold

varies with the perceived frequency. The upper curve shows

the voltage across the middle ear needed for the observer

, to hear the second harmonic when the fundamental has been

suppressed by a negative D.C. polarizing voltage. The

abscissa shows the frequency perceived under these condi-

tions (the applied frequency was always an octave loier).

The lower curve shows the voltage needed for the observer

to hear the fundamental frequency component when a positive

D.C. polarizing voltage of 1.2 volts is applied between

the electrodes, in which case the applied frequency is in-

dicated by the abscissa. The Brenner m;•hod was used in

this experiment.

In 1940 Jones, Stevens, and Lurie demonstrated that

when an A.C. signal is passed through the head via a salt

solution in the external ear canal, a normal observ'r hears

a tone which is related to the stimuluz by a square law

[Ref.ll]. That is, if the sound heard is interpreted in terms

of motion of the tympanic membrane, then the displacement

of the membrane is proportional to the square of the

instantaneous voltage.

These writers suggested the hypothesis that the cavity

formed by the middle ear acts as an electro-static tran,,-

ducer. This hypothes>' accounzed for the square lwa, re-

sponge and for certain quantitative aspects of t'- results,

This .rlea has to meet the objection, however, that pne-sons

v'. thout. yr,4panic mrembraný,s are -abl, to heari by eect-,",ial

22



stirulation. Tn order to determine the relption between

the hearing if normal subjects and those lacking tympanic

membranes, 18 ears lacking tympanic membranes were stirnu-

lated electrically. Eleven ears heard pure tones corres-

ponding in p'.tch to the frequency of the applied voltage;

seven heard a puzzling noise dhose character was roughly

independent of the stimulating frequency. Examination

showed that the pure-tone -sponse in the operated ears

was purely linear., independent of D.C. bias in contradic-

tion to the quadratic response of normal ears. Hence,

under electrical stimulation normal and operated ears hear

by means of *wo distinctly different mechanisms. The square

law response i.n normal ears is apparently mediated by an

clcctrc-3tatic action in th -e al(lu'le eav. The linear re-

sponse in operated ears may well be due to direct stimulation

of the cochlear openings.

Evidence was also presented that direct stimulation of

the auditory nerve, bypassing the cochlea, results only in

random noise, independent of stimulus Irequency [Ref.ll].

Kellaway during research in 1940 determined:

1. Monaural beats may arise when an electrical and a

mechanical sti.iulus are applied to the same ear.

2. The pjychologi2cl attributes ascribed to the sen-

sations produced by the interaction of two stimuli (beats)

with varying degrees of difference in their, frequencies arzý

essentially similar whether two mechanical stImuli or F

mech;nical and an l.ect-lical stimilus are utd,.

23



3. When a mechanical and an electrical stimulus of

identical frequency are applied to the ear, it is.possible

to cancel the one by adjusting the phase and intensity of

the other [Ref.12].

These observations lead Kellaway and others to con-

clude that the two types of stimuli, mechanical and elec-

trical, activate the same cochlear elements a.,d that the

activating force is mechanical in both cases.

Probably the most significant name in recent research

of audition is that of Georg Von Bekesy. He was awarded

the Nobel Prize in 1961 for his studies of the "traveling

wave" in the interior of the cochlea.

In 1950-1952 Bekesy made great strides in investiga-

ting the electrophysiology of the cochlea, 'is resu.Lts indi-

cated that the endolymph is surrounded by an electrically

insulating layer and that the inner part of the Organ of Corti

is almost completely protccted from external electrical fields.

The only areas not so insulated are the round and oval win--

dows [Ref.13], He also indicated that for parts of the cochlea

near these two windows the cochlear tube can be considered

electrically as a transmission line [Ref.14]).

This would seem to indicate that to induce electrophonic

hearing we must couple an electrical signal either directly

or Indirectly to the round and oval windows.

Flottorp, working at Harvard under a Navy contract in

1952 researche'1 and tabulated five separate phenomena associa-

ted with elect•rophonlu hearing by means of an externally

•- .2 4



appiedstmtilus [PBef.151. !ea herr to seriously

research t-he "fricative" effe~t. Withl a r~ovf electrode on

the skin. or on the roof of' tse ý::)t! th, % ýbs,.rver receives a

much stronger sensation of hearirng. "'he -riLrat"c

included a large area electrode on "nri Ov~~eTher e.tor

dry; the u~sual saiv solut~cr: filled ear w.4 - !7.!E-rseA -,7c-

trade; an electrode in contact wlth nuccou.:- s- i,.zs~fdý

middle ear; or an electrod.er inl cor~tact vitlih -v ofI! thc meatus.
His rcsultz indicated that the ht-aring, of a tone~ -- 1-r

any of the, auove five condit-ions lz probably due to vibra-

tions set up outside the cochlea, although there appea.- to

be at leavt- four different transducinE- mec1'aismc. C-o ntkr ary

to pr_ýviouzs reseircn he surmi-2ed tnc tv-.-.Mraic cnc-rane net

to be involved in the converolion of electrical enerry int~o

mechanical %:ibrat'kon.

In 19614 Puh;ý-ich and Lawronce dc-eu.--.entcd anc~the,-r .7,cthod

of st.itnulat io.n f~ r.;t ini,,.ticýted 1- Stc'ven- ill 2937. They

aMplitUde!rodlat, a lf)',1Z0 a cr!"e -it . -.u ccsful re--

suit The 100 KH7 carricr n.pparcntly p(_rfo:';-.ed the sar.e

biological functilon as tlhe D.C. blas £flcf.?].

They namied th1 i i'ces" "Trano;dcr,--i. St'tmilatlon" and

now manuifacture, anir lit tde miodulatedi recl.rcn ,ý2 knsttr".ients

i).-ing luC cc;c-~~u with aI2 r ( cap,ý' cil, !v eIy COu;2I ci

with a( otrm i for :;i o e~ In 1.hc 10Y 1 watt

elon.



Sommer and Von Gierke took a hard look at "transdernal

stimulation" later in 1964 in a study of the hearing pheno-

mena in electro-static fields. In this study the head or

parts of its surface were exposed to an audio-modulated

alternating electro-static Lield with and without a super-

imposed D.C. field. The threshold data collected indicates

there is no other auditory stimulaticn cycepting mechanical

tissue excitation by the electro-static forces produced by

such fields [Ref.16].

In 1964 Harvey and Hamilton, following the research of

Sommer and Von Gierke, presented data indicating strongly

that the mechanism of bearing in an amplitude mo-ulated

radio frequency field consists only of bone conducted tis-

sue vibrationc to the cochlea produced by the electro-

mechanical pressures in the field [Ref.17].

Skinner, of the Naval Postgraduauc School, built his

"Transdermaphone" in 1968. This device based on the research

of Puharich, utilized an amplitude modulated 100 KHz carrier,

and has been used to demonstrate and research several of the

existing phenomena rRcf.4]j.

Retur'ning to the non-AM configuration, the Naval Air

Developmont Center of Johnsville, Pennsylvania, developed

the "NAACH" in late 1969. Tnis wE5 possibly the first

attempt to incovporate the baltic phenomena into a

commundcations ,y•,terL [-f.3J.

26



IV. DISCUSSION OF PREVIOUS EXPERIMENTAL RESEARCH

In the aforementioned research the efforts were in large

part an attempt to find an external system to simulate

audition by using electrodes on or near the head.

Reviewing the basic design parameters of these investi-

gations two major groups of variables were observed and are

indicated below.

A. BASIC TYPES OF ELECTRICAL SYSTEMS

1. Audio Prequency Stimulation System

With one exception all experimental systems of this

type indicated that the response to 6timulation by audio fre-

quencles rtsult in large amounts of' distortion produced by

sfond harmonics. The exception ic In the case where the

observer has no tympanic membrane, and via the Brenner me-

thod is able to have the electrical signal impig.o directly

upon the round and oval windows. This is probably the only

case of true inver3e cochlear microphonics.

2. Audio Frequency Stimulation Plus a D.C. Bias System

it can be shown mathematically [Ref.11] that if the

head is considered a dielectric between two plates (clec-

trodes) of a capacitor with ore plate to the ground that the

addition of u positive D.C. bias co the active electrode

will enhance the fundamental and reduce the second harmonic

z,)d subsequently the distortion. A necative D.C. bias hs

the opposl1 ;,. effect,

'-



3.Audio Modulation of a Radio Frequency System

Apparently A.M. produces the same biological effect

in stimulation as does the D.C. bias. Additionally, however,

this indicates that there must be a biological detector that

demodulates the signal prior to the reception of the stimulus.

. A udio Frequency Plus an A.C. Bias

This previously untested method involves the linear

addition of the audio signal to a constant radio frequency,

Experiments indicated that this system was no more

advantageous than audio with a D.C. bias.

B. BASIC ELECT.RODE CONFIGURATION AND COMPOSITION

1. Capacitively Coupled Electrcies

rhese electiodus, mostl•y metal, covered with ....ome

dielectric, evoked undistorted audition when used with a

positive D.C. bias to the active electrode or amplitude

modulation.

The input poweii to the head, with these types of

electrodes iz in all ca:.•es on the order of 1 watt.

2. Bare Electrodes

By using bare electrodes (uninbulated) the magnitudes

of voltage and amperage neecdecd for stimulatin wer&. greatly

reduced. In the majjority of cases, however, the thrtsho)d

of' paIn is below the thresLl,,,1d of hearing. Amonj the inany

experiments, urlly P2 ottorp [¾'..f.16] recorded :;J gn.f1 cant

rersultts u..;..ng, burri rJ.ectodlý



Direct Coupled Electrodes

In electrical systems the carrier of charges is the

electron. In biological systems the charge carriers are ions.

With bare electrodes the conversion of charge carriers from

electrons to ions must take place in the interface between

the electrode and the skin.

As indicated by Dr. Marmont of the Naval Post-

graduate School, it can be shown, that dependent upon the
material of tne electrode, a gas or fluid barrier can build

up between the electrode and the skin. This fact is borne

out by several scientists who indicate the decrease in

stimulus with time, when applied with bare electrodes.

* 'Consequently, to bypass this problem, direct coupled

electrodes wnicn convert electrons to Ions prior to reacnling

the skin/cectrode interface were Vabricated. They consist

of a chemically pur,Ž silver disc, plat. i with silver chlo-

ride. The silver chloride provides an abundant supply of

chloride ions for t±-insmission into the biological medium.

These types of direct coupled elec'rodes hove been

dubbed ionic electrodes. See Appendix A for fabrication

details.

An ooservation of previous research which proves to

have significance Is that almost without exception,

electrodcs were co.-r..istcntly used in identical L airs.



V. EXPERIMENTAL PROCEDURES AND RESULTS

Gathering the variables and parameters of the previous

investigators, a table was made of the possible combinations

and permutations. A systematic theoretical investigation of

the modt interesting cases followed.

The factors considered were:

1. Type of system

I a. Pure Audio

b. Audio plus D.C. Bias

c. Audio Modulation of R.F. Carrier

d. Audio plus R.F.

2. Signal Magnitude and Composition

a. Voltage Levels

b. Current Levels

c. Frequency

d. Percent of Modulation (when present).

The major number of variables -arises from the myriad of

different systems used to couple the electrical signal to the

head. Briefly:

3. Electrodes

a. Size

b. Contact Pressure

c. Location

d. Number

e- Configurat I on



V

f. Shape

g. Composition.

The theoretical combinations were compared and screened

with the resulting list of proposed experimental

combinations

l.. System (3 types)

a. Audio and D.C. bias

b. AM with 100 kc carrier, = 50% modulation

c. Audio plus 100 kc

2. Total Power input to the head was to be limited to

500 milliwatts in any reasonable combination of voltage and

amperage, consistent with low power requirements.

3. Electrodes, two 3/14" discs, stationary (5 types)

a. Direct Coupled Ionic, wet or dri (2)

b. Capacitively Coupled,covered with 112 mil milar(2)

c. Capacitively Coupled, covered with 1 mil milar (2)'

d. Bare Metal (2)

e. One Ionic, wet or dry to ground and one

capacitively coupled electrode covered with 1/4 mil milar.

4. Electrode Location (3 configurations)

a. Forward of each ear

b. Behind each car

c. One electrode behind ear and one electrode to neck.

A circuit was buli. to driv, the listed combinations; its

schematic is shown in o.\;rLnlix B. Sklnner's Tr1,rnsd(flrmiT.d1phone
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was used in the tests involving AM with capacitively coupled

electrodes. The schematic of this device is shown in Appen-

dix C. The instrumentation used for the observations and

recording of data is shown in Appendix D.

Using the various combinations of indicated parameters,

the majority of previously successful experiments were per-

formed; The synthesized circuits proved to be very versatile

and successful in driving the many different types of

electrodes.

The wet ionic electrodes, when used as a pair, lowered

the input impedance of the head an order or magnitude. 2

However, the threshold of paJn was well below the threshold

of hearing, in all four basic systems.

¶ The addition of audio plus RF bias proved no more

efficient than audio plus a D.C. blas.

In all cases placing the electrodes behind the ears

achieved the best results.

Configurations using a D.C. bias showed that a positive

D.C. bas to the active electrode improved the system,

whereas a negative D.C. bias degraded it, which bears out

earlier experiments.

At the end of the tests, with most combinations yielding

negative results, one combination was observed to be markedly

lower in both amperage and voltage required for audition.

2 RS 219Q Cs 71.4 n F
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The system was an audio signal plus D.C. bias with one

dry ionic electrode, and one capacitively coupled electrode

using a 1/4 mil milar dielectric. Both electrodes were

placed behind the ears.

In reviewing previous experimental work, it appears this

combination has been overlooked. Fesearchers have apparently

.worked with pairs of bare, or dielectric covered electrodes,

but not with one of each.

It was immediately obvious that this was an interesting

configuration, since the initial threshold determination at

6 KHz was 1.4 V(RMS), 40VV(RMS), and 56.0 V watts. This is

approximately 45 db below the power required by the

transdermaphone and the NAACh.

A standard audio silgn.a_ generator was found to pnrnvde a

stimulus well in excess of that needed. Hence, the

experimental circuitry was reduced drastically. The revised

system and its components are shown below.

A U1) 1, +2 OY
SITGNAL owJ
GENERhATOF SUPL

1n IIp 200 ABL H P 6216Ai

HP 2 0-10 
125 H

MLA ONI

Figure 9. E1•troi,,Ic EfFt th Lo; Power !'oe,,



Subsequent tests were run on severA-al observers to

gain knowledge as to the thresnold levels. The composite

average threshold for 18 normal ears is shown i'n the

following graphs.
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Current iL the major parameter in most biological elec-

trical systems. This is borne *out in the graph of threshold.

From = 250 Hz to 10 KHz the current required for threshold of

a single tone is = 20A.In order to have enough power margin

to handle a band of frequencies, thet amplifier built for the

desired receiver was a 5d0 pA constant current amplifier

[App.E).

Results of the receiver were good to excellent. Speech

and music were easily ard well recognizable. A slight tin-

niless was observed due to the attenuation of frequencies

below 250 Hz.

The magnitude of the perceived sound was such that it could

be masked by background noise. Further development is nec-

essary to determine: the key parameters and to establish the

trade offs for magnitude optimization. Further research is

indicated to establish the nature of the biologically

dependent transduction at the surface of the skin.

Thus it has been shown that using an extremely simple cir-

cuit utilizing only microwatts of power, that a small self

contained electro-aural transducer can be built.

The applications are obvious and immediate. They range ,

from the possible replacement of the standard Navy headset

to the possib]c replacement of all types of bone conduction

hearing alds.
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LV7. SUMMARY

A. NEW RESEARCH OF THIS PROJECT

1. Audio and Radio Frequency Addition

This type, of biasing, similar to that of tape re-

corded systems yielded results very similar to that of audio

plus a D.C. bias.

2. Ionic Electrodes

Wet Ag.AgCl electrodes, when used as a pair, by-

passed, in large part, the surface impedance and capacitance

of the skin.

By saturating the skin with a KC1 solution and apply-

ing the wet electrodes, the impedance of the electrode skin

interface is reduced to a point approaching that of the

impedance of .implanted electrodes.

It was observed that, in all cases using the ionic

electrodes as a pair, the eaectrophonic effect ceased to exist.

This indicates that the location of the electrophonJc effect is

the top Tayers of skin, the dermis and/or cdpid(trmis.

B. THE ELECTROPHONIC MECIIANTSM

The mechanism of electrophonic miearing can be compared

to the electro-static action of a uapacitor vhose plates are

separated by a varJable ritstance. Under tIie influence of an

alternating current the platcc; of the capacitor wIlJ vibrate

at the fi'equ,,)cy of the applied current.

Ul;j in p'aV: of ident'i cal (elot rod , to the head, 2 in

pvoin• Ce ~; arch, 1 the coipari on of t. V elect rode/head
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system to that of an electro-static capacitor is shown

S~below: ELECTRODES

SIGNAL
INPUT HEA

! I t t

SIGNAL - l
INPUT

CAPACITOR
PLATES

Figure 12. Capr.citor Analog Using Pair of
Capacitive Electrodes

Using the comb"ination of ionic and capacitively coupled

electrodes, the same comparison is shown bel.ow:

1/4 MIL MILAR "'T COUPLED
METAL ' ELECT:,.ODE
ELECT}{IOM

SIGN AL- ,

INPUT -jI

t I

I g I
I l

SIGNAL

DIELt,'C1, ] !1 CAPAC ITOR PLAT}.>

Yi Jgure 1 3.. Capu ci t oi, An1op~; V Uf ~I b Pa i3r
with Tonic } U],octuodc

38



The mechanical vibrations of the capacitor are dependent

upon the magnitude of the applied sirnal and the attendant

electrical fleld.

The field varies directly witn the distance between the

plates, or the thickness of the dielectric.

By using the hybrid electrode system, the thickness of

the dielectric has been reduced from the width of the head to

1/4 mil. This large decrease in dielectric thickniess allcv.s

a corresponding large decey-ase in current ragnitude required

to provide a field adequate to cause iibrations, anJ,

subsequently, audition.

Tn all configurations tested, beat frequencies could be

observed when one signal. generator providIed an electrephonic

StliEu'UzL1 Wh±±eV atoLitr .LIai~c Pi,*Vd itd

different fr'eouency, w.; connected to a speaker.

This Indtcates that both thy, andrc::h:i" - n

the pressure wave fo:n tht, speakc.' activate the sao.e cecc2l-ar

elem.nts. This beinrg the cace, it is con-ludced t '.at the ba-

sic mechani's: of the KIectrophonic phenc .. na is '-.'Cc..a.nkc -±

excitation of the top layerzs of skin in responsc to an elcc-

trJcal field and bone conductive o± these vibrati, n through

the temporal bone aaur,-,i, 7,cchanIc'Il motion of th, z'.c

cocI]cair ele-ictit: used in norrhal hearin-

3C)



APPENDIX A

PEPAA2ATION OF IONIC ELECTRODES

Ionic electrodes are formed by plating silver chloride

onto silver.

A punch was used to cut 0.75" diameter silver discs from

a sheet of silver foil.

The discs were placed between two pieces of orpical grade

glass and weighted to ensure flatness.

An electrical lead was then soldered to the disc.Heating

the disc gently over a Bunsen burner removed the silver oxide.

Clear dope was then applied to the lead and the lead side

of the disc to cover the soldered joint. This is necessary to

keep the lead metal from contaminating tne piating process.

Bakelite discs, with a hole for the lead were then glued

onto the silver discs to provide structural strength.

The surfaces were prepared for plating by cleaning with

a commercial grade silver polish, folluwed by soap and water,

and finally alcohol.

The discs to be plated are tied to the positive terminal

of a 4.5 battei- and inserted into a 1 molar solution of

KCI or NaCl.

A clean silver strip is connected via lead wire (also

covered with dope) to the negative terminal.

Current flow anwi plating action ,illl start immediately.

Approximaitely onr, minute is sufficient to provide a

5 mil pinato.

i ~4o
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APPENDIX C

NADIO FREQUENCY PLUS AUDIO ADDITION
(WITH OR WITHOUT D.C BIAS)
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APPENDIX C

AIPLITUDE .JODULATION (WITH OR WITHOUT D.C. BIAS)
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APPENDIX E

ELECTROPHONIC RECEIVER

So g

0~ d6o V'

ij 2 ti3 33

17.I, 220 K

Figure 18. Constant Current Amplifier Schematic
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